Annex 3
Guangzhou Motor Vehicle Exhaust Inspection Organizations Networking Changing Information Table

Applicant unit:

Location:

Date of application:

Formfilling explanation

One copy of this form shall be filled in and sealed.

Registration units shall truthfully fill in the relevant information item by item and shall not resort to fraud.

The "registered entity" column on the front cover shall be filled in with the full name of the entity and affixed with the official seal of the entity. The name of the entity shall be consistent with the official seal affixed.

"Company address", "main business scope", "legal representative", "registration number", "economic type" and "establishment date" should be filled in according to the industrial and commercial registration information.

The column of "nature of organization" corresponds to "Security check" or "General Inspection".

In the column of "Inspection scope", fill in "gasoline vehicle" and "diesel vehicle"; The column of "Detection method" corresponds to "Simple transient method, double idle method, loading deceleration method, free acceleration method", etc. Execute the standard and fill in the standard number.

"Changed Equipment Profile" only provides the profile of the changed test equipment.

In the column of "main parameters" of the equipment, the following shall be filled in: (1) Chassis dynamometer: relevant parameters such as maximum absorption power, drum diameter, and maximum bearing mass; (2) Five-gas analyzer: range range; (3) Flow analyzer: nominal flow value, temperature, pressure and other relevant parameters; (4) Smokometer: relevant parameters such as light absorption ratio and light absorption coefficient; (5)Tachometer: Speed range.

If the columns in the table are insufficient, additional pages may be attached.
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	Commitment: Our company promises that the contents filled in are true, accurate and complete. If there is any falsehood, our company will take full responsibility.

 

Signature (seal) of legal representative or main person in charge:
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